5 /16 "-NC x7/8"
HEX COUPLING NUT
WITH 5 /16 "
STEEL BOLT-

STAINLESS STEEL
(TYP)

-NC x3/4" STAINLESS
(TYP)

HINGE WITH STAINLESS STEEL PINS

5 /16"-NC x

NUT & LOCKWASHER

1

(TYP)

/2" STAINLESS STEEL BOLT,
(TYP)

SUPP

STEEL FRAME

le—— L ID SUPPORT BAR.
EXACT CONFIGURATIONS
VARY AMONG DIFFERENT

MANUFACTURERS.

ORT

JINIIN

1-1/4" DIA. LIFT HOLES
TYPE 7 JUNCTION BOX
1 /2" DIAMOND PLATE COVERS
STEEL REINFORCEMENT 1 2" DIA. STEEL HANDLE
BOX FOUNDATION
(SEE TYPE 3 JUNCTION BOX)
TYPE ¢ JUNCTION BOX (DUAL LID) 2
TYPE 7 JUNCTION BOXES SHALL MEET ALL SPECIFICATIONS ON STANDARD PLAN
J-11a TYPE 3 JUNCTION BOX WITH THE EXCEPTION OF THE BOX LID WHICH SHALL TO SERVICE CABINET L FQUIPMENT GROUNDING CONDUCTOR
BE AS SHOWN ON THIS DETAIL. THE HINGES SHALL ALLOW THE LID TO OPEN 180°.
WHEN CLOSED NO PARTS SHALL PROJECT ABOVE THE LID OR STEEL FRAME.
(NOT TO SCALE)
HINGE SUPPORT. EXACT
CONFIGURATIONS VARY
AMONG MANUFACTURERS.
= 5
M M o
e 1/ 4 1. BOND LIDS TO FRAME.
2. BONDING JUMPER IS TINNED BRAIDED
COPPER -#8 MINIMUM x 4 FEET.
3. BOND FRAME TO EQUIPMENT GROUNDING
S E C T :[ ON AA CONDUCTOR.
4. LIBERALLY COAT ALL BOLTED ASSEMBLIES
WITH ANTI-SEIZE COMPOUND.
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